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Warning 

*  Do not install this equipment in a narrow space environment such as bookshelves, wooden tables and other similar items. 



Page 2  

Network Horn Speaker 



Page 3  

 ⚫ Any place with an Ethernet port can be accessed. It can play network audio and can  

accept the access and control of servers and other IP network devices. 

 ⚫ Network fault self-diagnosis, with 24V PoE power supply network port, TCP/IP  

network port, compatible with SIP protocol, ONVIF (RTSP) protocol. 

 ⚫ Built-in 30W digital amplifier, low power amplifier heat generation, safe and reliable,  

suitable for long-term work; simple connection, easy to use. 

 ⚫ The dustproof and waterproof grade conforms to the IEC529 IP66 standard. 

 ⚫ The lightweight, high-strength ABS synthetic resin housing can resist a variety of  

impacts. 

 ⚫ UV protection and all-weather design can handle years of installation in outdoor  

environments. 

 ⚫ Strong directivity and efficient broadcasting. 

 ⚫ U-shaped mounting brackets provide quick and easy installation. 

Network Horn Speaker 

Features: 

Schematic diagram: 
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Mounting instruction: 

1. First, drill 3 holes on the wall suitable for the M10 expansion screw, with a spacing of  
50mm between the holes, and drive the M10 expansion screws into the 3 holes separately. 

2. Align the hole on the product bracket with the pre-drilled screw rod on the wall,  
lock the M10 nut and fix the product on the wall. 

3. Then adjust the desired angle of the speaker, and then connect the  
power cord and network cable to the speaker. 

50mm 50mm 

Connect the network cable and power cord 

Connect the network cable and power cord 

 


